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The I1Q 2.0 uses 2G, 3G and 4G cellular connectivity to communicate with
the Salto cloud. Also available in WiFi or POE version and always available
through Ethernet connection. The IQ 2.0 communicates with Salto KS
access points via ZigBee/Bluetooth.
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Features

Wireless radio frequency based on IEEE 802.15.4 at 2,4Ghz.

AES 128bits encryption.

Online in real-time communication.

Connectivity in +100 countries.

Matching adapter included with 3 meter cable.

Over the Air (OTA) firmware updates.

TLS secured communication.

No data outage risk through best roaming guarantee.

Connects up to 16 doors per Salto KS 1Q.

Unlimited SALTO KS IQs per account.

Cellular connection 2G, 3G, 4G.

Local Access Management (LAM).

Technical characteristics

e Operation conditions:

Temperature: 0-40°.

2,4Ghz RF Characteristics:

Frequency Range: 2405-2480Mhz (ISM band).

RF Standard: IEEE 802.15.4.

Indoor Radio Range: 10/15m.

GPRS RF Characteristics (Salto KS 1Q only):

Frequency bands:

EGSM-GPRS 900/850 radio.

GSM-GPRS 1800/1900 radio.

EGPRS 900/850 radio.

EGPRS 1800/1900 radio.

GSM/GPRS class 10 and EGPRS class 10 capable.

Power supply characteristics (Only for use with Salto KS’s power

supply)

Input voltage: 12v.

Max current: 800 mA.
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Technical drawing
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Disclaimer:

For a complete description of the product range, verification of the availability and technical feasibility of the selected

product, and a commercial offer, please get in touch with the local authorized Salto dealer or a Salto office.
Salto reserves the right to modify the product and its components.

Technical information and images displayed on the Salto product page are for informative purposes only and designed to
inform about the main product features, options and technical specifications. Therefore, all images, illustrations, shapes,
features, specifications, sizes, data, descriptions and colours shown on the Salto Systems page shall consider as no-

binding approximate indications only.

Part of the content of this document may have been generated or assisted by artificial intelligence tools. This document
may also include automatic or manual translations provided exclusively for informational purposes, which may contain
errors or inaccuracies. Salto does not guarantee the accuracy, quality, or reliability of such content or translations,

including those generated by Al.

The User is responsible for verifying the information contained in this document and, in case of doubt, must refer to the
original English version, which shall prevail in the event of any discrepancy. Other language versions are provided for

informational purposes only.

Although Salto makes reasonable efforts to review the content of its downloadable documents, they may contain errors
or omissions. Salto assumes no liability arising from the User’s use, interpretation, or decisions made based on the

information contained in this document, which is used at the User’s sole responsibility.

For more detailed information on the use of artificial intelligence, translations, and applicable limitations of liability, please

refer to the "Terms of Use of our Website”.
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