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Wall Readers

WALL READERS

Long Distance XS Reader
Extremely robust die-cast aluminium housing and compact design with
integrated antenna. The WRLUD24Bxx boasts a range of 7m and the
WRLUD14Bxx covers 3m. It is a complementary product to the Salto XS4
online Controller for realtime identification on the go.
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Features

Modern aesthetic and robust design with 3 LEDs green/red and
blue.

Can be mounted on pipes or surface mounted.

Compatible with Salto XS4 Controller online version (CU42E0
only).

Reading distance between 1 and 7 meters depending on the
model.

Technical characteristics

Dimensions: 200mm x 175mm x 60mm (W x H x D)

Weight: kg 1.2 kg.

Housing Material: ABS/PC, Al (powder-coated)

Transmit Power: E.R.P. max. 1 W (configurable)

Transponder Protocols: ISO18000-6 C (EPC Class1 Gen2)

Interface: RS485 (deBus Protocol)

Electrical Connection: M12-Connector with 4 Pins

Technical drawing

Technology platforms

Salto Space

  On-premise Network
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Disclaimer:

For a complete description of the product range, verification of the availability and technical feasibility of the selected

product, and a commercial offer, please get in touch with the local authorized Salto dealer or a Salto office.

Salto reserves the right to modify the product and its components.

Technical information and images displayed on the Salto product page are for informative purposes only and designed to

inform about the main product features, options and technical specifications. Therefore, all images, illustrations, shapes,

features, specifications, sizes, data, descriptions and colours shown on the Salto Systems page shall consider as no-

binding approximate indications only.

Part of the content of this document may have been generated or assisted by artificial intelligence tools. This document

may also include automatic or manual translations provided exclusively for informational purposes, which may contain

errors or inaccuracies. Salto does not guarantee the accuracy, quality, or reliability of such content or translations,

including those generated by AI.

The User is responsible for verifying the information contained in this document and, in case of doubt, must refer to the

original English version, which shall prevail in the event of any discrepancy. Other language versions are provided for

informational purposes only.

Although Salto makes reasonable efforts to review the content of its downloadable documents, they may contain errors

or omissions. Salto assumes no liability arising from the User’s use, interpretation, or decisions made based on the

information contained in this document, which is used at the User’s sole responsibility.

For more detailed information on the use of artificial intelligence, translations, and applicable limitations of liability, please

refer to the "Terms of Use of our Website".
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