
INSTALLATION GUIDE

Copyright © 2026 Salto Systems, S.L.

The Salto XS4 Original+ is designed to fit DIN18250 and 18251 standard
doors prepared for DIN 18250 mortise locks standard. Easy to install and
retrofit, it can replace your existing door hardware and fits any door with a

broad range of different models and functions. The XS4 Original+
incorporates the latest BLUEnet wireless and mobile credentials technology

to accommodate access control needs of both today and tomorrow.

XS4 Original+ DIN Double Reader
models

MODELS: ELECTRONIC INFO. W60MD
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For more
information

CLICK HERE

Handing
selection

CLICK HERE

Key
override

CLICK HERE

Standard version Outdoor version

  E i 4xx x ROxx.. D

https://support.saltosystems.com/installation-guides/220293.pdf
https://support.saltosystems.com/installation-guides/227076.pdf
https://support.saltosystems.com/installation-guides/226986.pdf
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Außenseite
OutsideExtérieur

Exterior
EsternoFora

Innenseite
InsideIntérieur

InteriorInternoInterior

(*) Nur für Türstärke > (105mm).
(*) Only for door thickness > (105mm).
(*) Seulement pour portes de épaisseur > (105mm).
(*) Solo para grosor de puerta > (105mm).
(*) Solo per lo spessore della porta > (105mm).
(*) Apenas para a espessura da porta > (105mm).

O6,5 Min.

Max.
torque
4 Nm

 *

SALTO recommends the
use of a mortise lock,

with a maximum 4º
pre-turn.

SALTO recommande
d’utiliser des serrures à

mortaiser avec un angle au
repos de 4° maximum.

SALTO recomienda utilizar
cerraduras con un  pregiro

máximo de 4º.

4°

max.
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Split spindle  Co  Ci

t

Standard models

For outdoor version models

*

+ 3

+ 5,5

CUT

CUT

t

t

THROUGH SPINDLE

     Lo = Co + 8

Li = Ci + 5

* SPLIT SPINDLE

CUT
OUTSIDE OUTSIDE

INSIDE INSIDE

     Lo = Co + 9,5

Li = Ci + 6,5

CUT

CUT CUT

Standard models Outdoor models

t

* 

* 
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1
Through spindle

      Installation      Installation Installation       Instalación Installazione       InstalaçãoD F E I PEng
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Drückerrichtung wählen Select handing Choisir le sens de la bèquille
Seleccione mano Scegliere il verso              Selecione mão
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E models

CLICK HERE

https://support.saltosystems.com/installation-guides/230319.pdf
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      Installation      Installation Installation       Instalación Installazione       InstalaçãoD F E I PEng

38

72

80

O25 Min.
Bohrlochung für Montage von Rosettenberschlag gemäss DIN 18250 Schloss.

Door drilling for DIN 18250 fixing ROSE set type lock.

Percement pour la fixation des serrures DIN 18250 avec ROSACE.

Mecanizado de puerta s/cerradura DIN 18250 para fijación de rosetas.

Foratura porta per il fissaggio DIN 18250 del modello ROSE.

Furações na porta para a fixaç$ao da fehadura DIN 18250 com ROSETAS.

I
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NOT OK

Max.
 torque
4 Nm

LR03
AAA
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PLUG IN!
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MAX.40"

Change/Remplacer/Cambio

Battery change Remplacer les piles       Cambio de pilasEng F E LR03

TORX 20

AT THIS POINT DO NOT
CLOSE THE DOOR

PROGRAM THE LOCK FIRST
Follow user manual

TÜR NICHT SCHLIESSEN.
ZUERST SCHLOSS
PROGRAMMIEREN

NE FERMEZ PAS LA PORTE.
PROGRAMMEZ LA BÉQUILLE

AVANT

PROGRAMARE LA SERRATURA
PRIMA DI CHIUDERE LA PORTA,

Consultez le manuel utilisateur

Folgen Sie dem Benutzerhandbuch

Consultare il manuale utente

Eng

F

D

E

I

P
NESTE PONTO NÃO FECHE A

PORTA. PROGRAME O ESCUDO
PRIMEIRO

Consult manual do usuário

NO CIERRE LA PUERTA.
PROGRAME LA CERRADURA
Consulte el manual del usuario

    3mm

9


